
TRUENORTHSTOVES.COM

QUALITY  &  VALUE

High Efficiency Heating Appliances 
POWERED BY  QUALITY ,  DRIVEN BY  VALUE



BTU Range [EPA] 36,000 BTU high
 8,000 BTU low
Efficiency (B415) 73%
Emissions  0.69g/hr.
Glass Viewing Area 104 sq.in.
Hopper Capacity up to 60lb. 

STANDARD FEATURES
Mobile home approved
Easy access digital controls
Easy opening hopper lid for refuelling with safety 
shut-off switch
Clean glass air-wash technology
Self-cleaning stainless steel burn pot liner
EPA Certified
Simple 3-mode operation: manual, (automatic,  
hi/low  – when equipped with a thermostat)
Convenient 5 level heat control
Optional wall thermostat capable operation
Automatic igniter
Limited Warranty

PERFORMANCE OPTIONS
Use PFI premium wood pellets

Standard
Surround
29” x 42” x 1.5”
(complete with unit)

Oversize
32” x 48” x 1.5”
(sold separately)

Adjacent Sidewall 12” (305 mm)
Side Facing (from side of stove) 8 1/2”.(203 mm)
Mantel / Top Facing (from firebox top) 13” (330 mm)
Ceiling (from base of unit) 54” (1.37m)

* for specific ember protection consult manual

TN40 PELLET INSERT
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Simple to operate and easy to maintain, True North pellet 
inserts are a clean burning, low emissions biofuel heating 
alternative for your existing fireplace. Engineered for 
superior performance and durability, the TN40 pellet insert is 
constructed from heavy gauge steel and features a wide firepot 
to deliver rich, full flames.

Slide to open hopper lid - can 
rest a bag of fuel on it while 
loading.


